LightSpeed VW-
4k-2X2

Compatible Control4 Systems:
Designed to work with OS 3.3.0+
Compatible Hardware
This driver supports the LightSpeed VW-4k-2X2 Matrix
Driver Download, Change Log & Documentation:

https://drivercentral.io/platforms/control4-drivers/audio-
video/lightspeed-vw-4k-2x2
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Overview/Features

Take your viewing experience to the next level with the LightSpeed VW-4K-2X2,
featuring ultra-fast AK@6OHz switching and versatile dual modes. Seamlessly
switch between four HDMI inputs in Matrix mode or create stunning 2x2 video
walls with enhanced customization options.

Has two video modes: Video Wall and Matrix

Video Wall allows you to arrange four displays 2x2 and have a single image

displayed among all four

Matrix video mode allows you to use the hardware as a standard AV Switch

Input selection works with Control4's MultiDisplay Agent

Dealer Notes

o Works with RS232 or TCP connection

« Deviceis considered offline after three failed polling attempts

e Only the first two HDMI inputs can be connected to audio

o When using muting features either through programming or through the
proxy, you can only mute 'Zone 1I' (Audio Out 1/Audio Out 1) or 'Zone 2'
(Audio Out 12/Audio Out 2). You can not mute outputs or inputs indivudually.
If you select to mute one audio output, it will mute the other in the same zone.

e For a more detailed explanation on how the MultiView Manager Agent
works, read here: https://www.control4.com/docs/product/multidisplay-
manager/best-practices/english/latest//multidisplay-manager-best-

practices-rev-b.pdf




Driver Setup

1. Add driver to project

2. Configure LightSpeed VW-4k-2X2 per device's documentation

3. Bind the RS232 connection or set the IP address in Composer to the
LightSpeed matrix

4. Bind the proper connected inputs and display outputs to the driver

5. Make sure the correct 'Connection Method' is selected under the driver's
properties

6. If using with MultiDispay Manager Agent, set up agent by creating a "Wall',
select the correct room for audio in the dropdown menu, click the pencil in the
bottom right corner of the box to edit the layout. Set the Columns and rows to
be 2x2, then finally set the video endpoints to the corresponding displays and
save.

/. Set up driver programming as needed

8. Refresh Navigators

Driver Properties

o Cloud Status: Displays driver license state
o Driver Status: Displays driver related information
o Driver Version: Displays driver version
e Driver Actions:
o (Ol) Reboot: Reboot the unit
o (02) Reset: Resets unit back to factory settings
« Automatic Updates: Toggle on or off the ability for the driver to automatically
update to newest version
» Debug Mode: Displays additional information on the Lua tab for debugging

purposes

LightSpeed Information

« Device Connection: Displays connection status to LightSpeed device

e Firmware Version: Unit's irmware version number




Hardware Version: Unit's hardware version number

Standby Status: Displays whether the unit is in Standby or Wake made

Input 1-4: Displays current connection status of HDMI Inputs 1-4

Output I-4: Displays current connection status of HDMI Outputs 1-4

Output Mode: Change the output mode of the matrix

Current Video Mode: Displays whether the unit is in matrix or videowall mode

LightSpeed Settings

« Polling Timer: Set in seconds how often you want to poll the device
o Connection Method: Set whether the device is connected and controlled by
TCP or RS232
o When all inputs are the same: Sets the behavior for the device when all the
inputs are set to be the same.
o Default Behavior: The device will remain in matrix mode, and just display
four identical images on each output
o Turn to Video Wall: The driver will autodetect that all inputs are the same

and turn the Video Wall mode on automatically

Live Testing

« Video Mode: Allows you to quickly test changing video modes from Matrix to

Video Wall

Device Actions

There are many kinds of Device Action Commands:

o Select Video Mode: Select what video mode you want the device to be in:
Matrix or Video Walll

« SetVideo Wall: Set the video wall, by selecting what input you want to have
displayed on all four screens as one image

o SetVideo Wall Bezel Correction: Set the bezels of the video wall. VW:
Viewing Width. OW: Outer Width. VH: Viewing Height, OH: Outer Height.

Accepts just numbers with no units




Set 180 Rotation: Set 180 rotation for an output to on or off

Switch Input to Output: Set what input you want set to what output

Switch Input to All Outputs: Set the input to all outputs. Note: This does not
discretely put you into Video Wall mode unless you have the behavior set in
the properties

Set Audio Mute for Specific Audio Output.: Select what zone to mute/unmute.
All audio 1 outputs are in Zone 1, and all audio 2 outputs are Zone 2

Set CEC Power: Set CEC power for a specific output

Set CEC Auto Power: Set CEC auto power for a specific output

Set Input HDCP Support: Select the inputs HDCP state

Set Input EDID: Select an input’'s EDID state

Write EDID to One Input: Write a custom EDID to an input. See the device's
docs for more information

Set Standby Status: Set the devices' standby status to either wake or standby
Set Video Output Scaling: Set the outputs video scaling mode to auto,
manual, or bypass

Set Output Resolution: Set the resolution for a given output

Advanced Command: Send a custom command string that may not be

natively covered by the driver. See devices' APl docs for possible commands

Support

If you require additional driver assistance or are having some issues please visit

our help desk: https://help.drivercentral.io

Showroom and Free Trial

All Cindev drivers for Control4 come with a 7-day trial. Simply add the
DriverCentral licensing driver, Cloud Driver, along with this driver and you can

fully test the driver before purchasing. Including Cindev drivers in your

drivercentral showroom project will give you unlimited use without purchase.

Warranty & Disclaimer

www.cindev.com/terms-and-conditions




Developer Information

brought to you by:
Cinegration Development, LLC
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We are always looking to improve our drivers.
Please send your suggestions to: info@cindev.com




